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Drysuit pre- and post-deployment Checklist - Generic

O Tracking confirm the suit model and serial number.

O Seals inspect for cracks, tears, punctures or deterioration.

[0 Seal systems  inspect for damage, cracks, tears, and ensure seals are installed correctly.

O Zippers ensure the zipper opens and closes smoothly and completely;
check for any signs of corrosion, chain, teeth and sliders for damage or wear;
if grit, sand or dirt is present, it must be cleaned carefully.

ensure lube is applied in moderation to zipper manufacturer’s specifications

O Fabric look for any tears, rips, punctures, or areas of excessive wear, fading or discolouration.
check for loose stitching, delamination, or damage to taped seams.

O Valves verify proper operation and is free of debris;
check that the backnut is not loose using the appropriate tool, check torque if applicable.

O Inlet verify inflation operation, rotation and flow stop if applicable.
O Hose check connector and check for leaks
O Exhaust verify venting operation, rotation.
O P-Valve check cleanliness and connectors, verify one-way valve, balance, flow stop, on/off
operation if applicable.
O Other
O Attachment Points ensure connection and D-Rings are secure and in good condition.
O Bungee check knots and rebound
O Fasteners check touch fasteners operation and cleanliness
O Footwear check for wear, sole and ankle stap if applicable
O MOLLE check equipment for correct installation
O Pockets ensure they are free of debris and functioning correctly.
O SIS Suit inflation system, check pressure, on/off attachment to the suit and operation
O SOLAS check gloves connections, hood location, reflective stripe for delamination
O Straps & Buckles check for proper operation, clipping system, damage or wear.
O Cleaning check for soil, sand, moisture, mould, odours, stickiness (hydrolysis)
O Immersion suit brush away soil stains, follow washing instructions if washing required.
O Diving suit rinse the drysuit thoroughly with fresh water after each use, paying close attention
to seals, zippers, and valves.
O Drying ensure the suit is completely dry before storage.
O Lubrication lubricate zippers as needed, following the manufacturer's instructions.
[ Storage Store the drysuit properly, following manufacturer guidelines for zipper position and
environmental conditions. If Zipper position storage is not specified:
O Metal dry zipper to be stored open (zipper open) if the suit is equipped with a protective plastic wet

zipper, keep the protective zipper closed.
O Plastic dry zipper to be stored closed.

O Documentation Keep a log of inspections and maintenance performed on the drysuit.

Note: Always refer to your drysuit's specific manual for detailed instructions and recommended
maintenance procedures.
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